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f’// POWER SERVICE UTILITY CONFLICTS SHOULD ARISE. THE CONTRACTOR SHALL
\\ CONNECTION CONTACT THE PROJECT ENGINEER.
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4. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED
WITH THE SHA ENGINEER.

5. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL
BECOME THE PROPERTY OF THE SIGNAL CONTRACTOR UPON
COMPLETION OF THE NEW SIGNAL. & STGAAL
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A. INSTALL PROPOSED VIDED DETECTION CAMERAS ON EXISTING : : B V«%
SIGNAL POLE. VIDEO CAMERA LOCATION/ALIGNING SHALL BE : S / —
COORDINATED WITH THE SHA ENGINEER. ;. : iy -
B. USE SPAN WIRE TO RUN CABLES FOR THE VIDEO DETECTION CAMERAS.

C. INSTALL ALL EQUIPMENT NECESSARY FOR THE OPERATIGN OF THE
VIDEO DETECTION CAMERAS IN THE EXISTING CABINET (CAMERA
EQUIPMENT TQ BE INSTALLED BY SHA FORCES).
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